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In addition to complete in-house dimensional inspections RoHS, REACH
: & WEEE Compliant

: Beacon is an ISO 9001
specifications: : Registered Company

each lot is performance tested based on four critical ASME

Ductility -Drive -Hydrogen Embrittlement -Torsional Strength
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{ STYLES . STYLES : STYLES

A

Full Trilobe — Type F : ¢ Internal Phillips
Full Trilobe 48-2 Type 23 - External Pan Head Tvoe C
o jp itie Type 25 i Split o lEe i ype
applications : : Type VI Pan Head : » Type CE
: : *Type 1 : *Square Conical ! < Phillips D
: MATERIALS . MATERIALS { - Double Washer | Fiat Hoad Type ¥
: . : : : : - e
.:tzeSI-ch !« Steel-Zinc e : o Unslotted Indented: P
o : 2 : : :
g { RoHS : MATERIALS :  otieRsreEe
igh Salt Spray : . : : : Same styles as Inch*
Steel-Zinc 18-8 Stainless : o Steel-Zinc : MATERIALS :
RoHS RoHS Tode * { .« Steel-Zinc : MATERIALS
High Salt Spr.ay : : ©18-8 Stainless i RoHS !« Steel-Zinc
Steel Black Zinc i RoHS - :
Dok : : ¢ 410 Stainless : RoHS
RoHS : W.ashers are 41Q Stainless : : 18-8 Stainl
410 Stainless : \gltlhttl_he Exvf/epﬁon th' h Rors i SIess
P es oWt 2 188 Stainless i RoHS
RoHS are 188, : :
RoHS
18-8 Stainless
RoHS
STYLES
Type A
Type AB
Type B CaCo1
Why buyfrom FASTENERS AND COMPONENTS, INC.
Beacon? : MATERIAL

See reverse side .
Steel-Zinc

RoHS 198 West Carpenter Avenue
: Wheeling, lllinois 60090



